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Shearwater Predator

Battery Change
The Predator has a battery compartment in the side of the case.

With a large coin unscrew the battery cap.  

Carefully pull out the battery holder. To prevent battery bounce and 
rattling, it’s  fitted tightly, so you will need something like a dental 
pick or a paper clip to pull out the holder. 

Pull out the battery holder and change the battery.  The battery is a 
Saft LS14500

The wires come from the main compartment of the computer 
through to the battery compartment on one side of the battery 
compartment.

The bottom of the battery holder is flat.
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The bottom needs to be aligned with the wires as they feed through 
the case. Carefully fold the wires along the bottom of the holder and 
insert back into the compartment. Care must be taken not to pinch 
and score the wires.

Inspect and, if necessary, apply a light coat of silicone to the O ring 
in the battery cap. Reinstall the battery cap taking care not to pinch 
or deform the O ring.

Finger tighten with a coin.  Do not over tighten.  Overtightening can 
cause the O-ring to deform and causes stress points on the case.
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Storage
The Predator dive computer should be stored dry and clean. Do not allow salt deposits to 
build up on your dive computer. Wash your computer with fresh water to remove salt and other 
contaminants. Do not use detergents or other cleaning chemicals. Allow to dry naturally before 
storing.

Do not wash under high pressure as it may cause damage to the depth sensor.  Also do not 
remove the strap bracket assembly as it acts as protection for the depth sensor

After cleaning, store the apparatus upright, out of direct sunlight in a cool, dry and dust free 
place. Avoid exposure to direct ultra-violet radiation and radiant heat.


